OUTDOOR

/

GENERAL B ELECTRIC

POWER EQUIPMENT

GENERAL ELECTRIC COMPANY, CORPORATIONS PARK, BUILDING 702, OPERATION
SCHENECTADY, NEW YORK 12345, Phone (518) 374-2211

May 16, 1973

To: Industrial Elec-Trak Tractor Dealers
Subject: Fork Lifts

To qualify for Class E rating on the fork lift attachment,
it will be necessary to incorporate stops for the forks
and install an identification plate.

The fork lifts that have been shipped to you require
these modifications.

The required quantity of stops and plates is provided.
Please submit attached warranty claim for this work in
the amount of 30 minutes for the plate addition and

30 minutes for installing stops.

General Electric.will also pay travel at the rate of
25¢/mile for the first 25 miles, then 15¢/mile for
mileage over 25 in those instances where the fork lift
has been sold and travel is required to do the work.
The fork lift will not have to be brought to the shop
for this correction.

We request your cooperation in assuring that these
modifications are made by July 1, 1973.

Also included is a Fork Lift Use and Care Manual that

is to be forwarded to each fork lift owner. In addi-
tion, price lists are forwarded providing prices for

the complete fork lift package (including overhead guard
and counterbalance) which is required for compliance

to fork 1lift safety standards.

Sincerely yours,

W€t ﬂﬁﬂa—‘{]\

W. A. Podoba, Manager
WAP/cp Dealer Service

GEZ*49698



Dealer Name

FORK LIFT MODIFICATION (CLA3S E)
WARRANTY CLAIM FORM

Address
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Return this form to:

General Electric Co.

Outdoor Power Equipment Operation

702 Corporation Park

Schenectady, New York 12345 Aostant Total

Attn: Product Service

No. 363-215-00



Cross Piece
located approx.
at the same
level as the top
of the tractor
grill when fork
1ift mounted

Location of Tag

(:) Center Identification Plate Assembly
on Forklift Angle Cross Piece
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[ two 17/64" dia.

holes.
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(:) Assemble Hardware

(Viewed from Driver's Position)

Layout Location of Two
Holes to be Drilled (See

Loeation of Stops

@ Assemble

Details of Stops

Details)
2 Drill 17/64" dia.
holes

4 )\ 1/4" Bolt
i

1/4"

Hardware

(each end) @




